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Lymington
Haven Boatyard Ltd
Phone:  +44 (0)1590 677073

S.a.l. Marine
Phone:  +44 (0)1590 679588

Maldon
Volspec Ltd
Phone:  +44 (0)1621 869756

Milford Haven
Dale Sailing Co Ltd
Phone:  +44 (0)1646 603110

Newark
Newark Marina Ltd
Phone:  +44 (0)1636 704022

Newcastle-Upon-Tyne
Powerhouse Marine Ltd
Phone:  +44 (0)191 414 0065

Northampton
Cvs Pentapower
Phone:  +44 (0)1604 636173  
/ 638409 / 638537

Penarth
Wigmore Wright  
Marine Services
Phone:  +44 (0)2920 709983

Penryn
Challenger Marine Limited
Phone:  +44 (0)1326 377222

Plymouth
Marine Engineering Looe
Phone:  +44 (0)1752 226143

Poole
Poole Marine Services
Phone:  +44 (0)1202 679577 
+44 (0)1202 677387

Salterns Boatyard
Phone:  + 44 (0) 1202 707391  
/ 707041 / 709971

Portsmouth
Motortech Marine  
Engineering Ltd
Phone:  +44 (0)2392 201171

Motortech Marine  
Engineering Ltd
Phone:  +44 (0)2392 513200

Pwllheli
Abersoch Land & Sea Ltd
Phone:  +44 (0)1758 713434

Llyn Marine Services
Phone:  +44 (0)1758 612606

Rochester
John Hawkins Marine
Phone:  +44 (0)1634 840812

Salcombe
Sms (Salcombe) Ltd
Phone:  +44 (0)1548 843655

Shepperton
Nauticalia Boats 
Phone:  +44(0)1932 247427

Southampton
R.k. Marine Ltd
Phone:  +44 (0)1489 583572 
(Serv) / 583585 (Parts)

St. Helier
D K Collins Marine Ltd
Phone:  +44 (0)1534 732415  
/ 736785

Swansea
Celtic Marine
Phone:  +44(0)1792464902

Torquay
Marine Engineering Looe
Phone:  +44 (0)1803 844777

Upton Upon Severn
Marine Performance
Phone:  +44 (0)1684 594540

Yarmouth
Harold Hayles  
(Yarmouth Iow)
Phone:  +44 (0)1983 760373

Volvo Penta International Limited Warranty 
In the first 2 years, or the applicable 
number of running hours, our engine 
and transmission warranty commitment 
covers the complete engine package. 
In the following 3 years, it covers major 
components.

Extended Coverage
Our International Limited Warranty 
covers your whole engine package  
for 2 years, and major components 
for 3 additional years. With Extended 
Coverage, you will keep the full protection 
for the years 3–5 for a complete peace of mind. 
The Extended Coverage can be purchased up to  
6 months after the warranty registration.

*Hours limitation according to Extended Coverage terms. Whichever occurs first.

Warranty and 
Extended Coverage
Your new Volvo Penta engine and transmission 
comes with a standard warranty. With the  
Extended Coverage you can prolong the period  
of full protection.

COVERAGE DURATION*
(WARRANTY + EXTENDED COVERAGE)

ENGINE
(INCL. TRANSMISSION)

Price
list 2020
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Gasoline engines (V6 + V8) 60 480

Diesel engines (D1 – D6) 60 1000

Diesel engines (D8 – D13) 60 2000

Argyll
Crinan Boatyard Ltd
Phone:  +44 (0)1546 830232

Beccles
Northgate Marine
Phone:  +44 (0)1502 716657

Belfast
Robert Craig & Sons Ltd
Phone:  +44 (0)2890 232971

Bowness-on-Windermere
Shepherds (Windermere) Ltd
Phone:  +44 (0)15394 44031

Brightlingsea
French Marine Motors Ltd
Phone:  +44 (0)1206 302133  
/ 305233

Brighton
Felton Marine Engineering
Phone:  +44 (0)1273 601779

Felton Marine Engineering
Phone:  +44 (0)1323 470211

Caernarfon
Arfon Oceaneering
Phone:  +44 (0)1286 676055

Cardiff
John A Sparks & Co Ltd
Phone:  +44 (0)2920 807080

Chichester
B A Peters Plc
Phone:  +44 (0)1243 512831

Cookham-On-Thames
D B International Ltd
Phone:  +44 (0)1628 526032

Cowes
Powerplus Marine
Phone:  +44 (0)1983 200036

Dartmouth
Darthaven Marina Ltd
Phone:  +44 (0)1803 752242

Dover
Dover Yacht Company
Phone:  +44(0)1304 201073

East Looe
Marine Engineering Looe
Phone:  +44 (0)1503 262887  
/ 263009

Exeter
Retreat Boatyard (Topsham) Ltd
Phone:  +44 (0)1392 874720  
/ 875934

Gibraltar
H. Sheppard & Co Ltd
Phone:  +350 77183 / 75148

Glasgow
J.n. Macdonald & Co Ltd
Phone:  +44 (0)141 334 6171

Greenock
J.n. Macdonald & Co Ltd
Phone:  +44 (0)1475 522450

Guernsey
Marine & General Engineers Ltd
Phone:  +44 (0)1481 243048

Hamble
Sea Power Ltd
Phone:  +44 (0)2380 454333

Inverness
Caley Marina
Phone:  +44 (0)1463 236539

Ipswich
French Marine Motors Ltd
Phone:  +44 (0)1473 659882

Volspec Ltd
Phone:  +44 (0)1473 780144

Volspec Ltd
Phone:  +44 (0)1473 219651

Liverpool
James Troop & Co Ltd
Phone:  +44 (0)151 709 0581

Dealers



Sound Emission Certificates
S	� All Volvo Penta IPS and Aquamatic 

models are sound emission type 
approved according to EU Recreational 
Craft Directive (RCD) thanks to integral 
exhaust system.  

Notes
1)	 Not for installation purposes. 
2)	� Distance between front end of engine 

and gearbox output flange. 
3)	� Distance between front end of engine 

and flywheel housing. 
4)	� Distance between front end of engine 

and inside transom.
5)	 Weight with listed transmission. 

Diesel Aquamatic Sterndrive

Exhaust Emission Certificates
1	 US/EPA Tier 3 (diesel engines)	
2	 US/EPA (gasoline engines)	
3	 RCD Stage II (EU Recreational  
	 Craft Directive)	
4	 IMO II (diesel engines over 130kW)	

5	� BSOII (single installation, note: RCD 
certificate accepted as equivalent for 
engine below 150kW)

6	� BSOII (twin installation, note: RCD 
certificate accepted as equivalent for 
engines below 75kW)

7	 CARB 4 Star (gasoline engines)  
8 	 CARB (engines below 37 kW)	
	

Gasoline Aquamatic Sterndrive

Inboard Shaft & Saildrive Volvo Penta IPS

Emission regulation  
compliance
All diesel engines, and gasoline 
engines with catalytic converter, 
comply with EU RCD Stage II  
and USA Tier 3.

l Available    

– Not available    
1) Single installations    
2) Twin installations    
3) D4–D13    
4) Single EVC gasoline installation    
5) DPI drive   
6) Twin diesel installation   
7) D3–D13   
8) Requires electronic steering

Easy Boating
features Volvo Penta IPS Aquamatic

Sterndrive
Volvo Penta 

Forward Drive Inboard Shaft

MODEL ENGINE PROP.SHAFT 
KW/HP

CRANKSHAFT 
KW/HP

RATED 
RPM

NO. OF  
CYL.

DISPLACEMENT  
LITERS/IN³

WEIGHT 5)  
KG/LBS

EMISSION  
CERTIFICATES

RETAIL PRICE 
INCL. VAT

RETAIL PRICE 
EXCL. VAT

RETAIL PRICE  
EURO INCL. VAT

D6-IPS400 D6 212 / 288 221 / 300 3300 6 5.5/335.6 885/1951 1 3 4 S XXX XXX XXX
D6-IPS450 D6 240 / 326 250 / 340 3400 6 5.5/335.6 885/1951 1 3 4 S XXX XXX XXX
D6-IPS500 D6 265 / 365 280 / 380 3500 6 5.5/335.6 900/1984 1 3 4 S XXX XXX XXX
D6-IPS600 D6 311 / 422 324 / 440 3700 6 5.5/335.6 920/2028 1 3 4 S XXX XXX XXX
D6-IPS650 D6 339 / 461 353 / 480 3700 6 5.5/335.6 920/2028 1 3 4 S XXX XXX XXX
D8-IPS700 D8 384/523 405/550 2900 6 7.7/470 1410/3109 1 3 4 S XXX XXX XXX
D8-IPS800 D8 419/570 441/600 3000 6 7.7/470 1410/3109 1 3 4 S XXX XXX XXX
IPS800 D11 435/591 459/625 2400 6 10.8/661 1800/3968 1 3 4 S XXX XXX XXX
IPS950 D11 504/685 533/725 2500 6 10.8/661 1800/3968 1 3 4 S XXX XXX XXX
IPS1050 D13 554/753 588/800 2300 6 12.8/780 2300/5060 1 3 4 S XXX XXX XXX
IPS1200 D13 624/848 662/900 2300 6 12.8/780 2300/5060 1 3 4 S XXX XXX XXX
D13-IPS1350 D13 693/942 735/1000 2400 6 12.8/780 2421/5337 1 3 4 S XXX XXX XXX

ENGINE DRIVE PROP.SHAFT 
KW/HP

CRANKSHAFT 
KW/HP

RATED 
RPM

NO. OF  
CYL.

DISPLACEMENT  
LITERS/IN³

WEIGHT 5)  
KG/LBS

EMISSION  
CERTIFICATES

RETAIL PRICE  
INCL. VAT

RETAIL PRICE 
EXCL. VAT

RETAIL PRICE  
EURO INCL. VAT

D3-140 SX 98/133 103/140 4000 5 2.4/146 358/789 1 3 4 5 6 S XXX XXX XXX
D3-140 DPS 98/133 103/140 4000 5 2.4/146 363/800 1 3 4 5 6 S XXX XXX XXX
D3-170 SX 119/162 125/170 4000 5 2.4/146 358/789 1 3 4 5 6 S XXX XXX XXX
D3-170 DPS 119/162 125/170 4000 5 2.4/146 363/800 1 3 4 5 6 S XXX XXX XXX
D3-200 DPS 140/190 147/200 4000 5 2.4/146 363/800 1 3 4 5 6 S XXX XXX XXX
D3-220 DPS 154/209 162/220 4000 5 2.4/146 363/800 1 3 4 5 6 S XXX XXX XXX
D4-150 DPI 106/144 110/150 3400 4 3.67/223.7 655/1444 1 3 4 5 6 S XXX XXX XXX
D4-150 DPH 106/144 110/150 3400 4 3.67/223.7 645/1422 1 3 4 5 6 S XXX XXX XXX
D4-230 DPI 162/221 169/230 3400 4 3.67/223.7 655/1444 1 3 4 5 6 S XXX XXX XXX
D4-230 DPH 162/221 169/230 3400 4 3.67/223.7 645/1422 1 3 4 5 6 S XXX XXX XXX
D4-270 DPI 191/260 199/270 3500 4 3.67/223.7 670/1477 1 3 4 5 6 S XXX XXX XXX
D4-270 DPH 191/260 199/270 3500 4 3.67/223.7 660/1455 1 3 4 5 6 S XXX XXX XXX
D4-300 DPI 212/289 221/300 3500 4 3.67/223.7 670/1477 1 3 4 5 6 S XXX XXX XXX
D4-300 DPH 212/289 221/300 3500 4 3.67/223.7 660/1455 1 3 4 5 6 S XXX XXX XXX
D4-320 DPI 226/307 235/320 3600 4 3.67/223.7 670/1477 1 3 4 5 S XXX XXX XXX
D6-300 DPI 212/289 221/300 3300 6 5.50/335.6 755/1664 1 3 4 5 S XXX XXX XXX
D6-300 DPH 212/2289 221/300 3300 6 5.50/335.6 745/1642 1 3 4 5 S XXX XXX XXX
D6-340 DPI 241/327 250/340 3400 6 5.50/335.6 755/1664 1 3 4 5 S XXX XXX XXX
D6-340 DPH 241/327 250/340 3400 6 5.50/335.6 745/1642 1 3 4 5 S XXX XXX XXX
D6-380 DPI 269/366 280/380 3500 6 5.50/335.6 770/1698 1 3 4 5 S XXX XXX XXX
D6-380 DPH 269/366 280/380 3500 6 5.50/335.6 760/1676 1 3 4 5 S XXX XXX XXX
D6-400 DPI 282/384 294/400 3500 6 5.50/335.6 790/1742 1 3 4 5 S XXX XXX XXX
D6-400 DPH 282/384 294/400 3500 6 5.50/335.6 780/1720 1 3 4 5 S XXX XXX XXX
D6-440 DPI 311/423 324/440 3700 6 5.50/335.6 790/1742 1 3 4 5 S XXX XXX XXX

ENGINE DRIVE CRANKSHAFT 
KW/HP

MAX 
RPM

NO. OF  
CYL.

DISPLACEMENT  
LITERS/IN³

COMPRESSION  
RATIO

WEIGHT 5)  
KG/LBS

EMISSION  
CERTIFICATES

RETAIL PRICE  
INCL. VAT

RETAIL PRICE 
EXCL. VAT

RETAIL PRICE  
EURO INCL. VAT

V6-200 SX 149/200 5800 V6 4.3/262 11.0:1 384/847 2 S XXX XXX XXX
V6-200 DPS 149/200 5800 V6 4.3/262 11.0:1 386/851 2 S XXX XXX XXX
V6-240 SX 179/240 5800 V6 4.3/262 11.0:1 384/847 2 S XXX XXX XXX
V6-240 DPS 179/240 5800 V6 4.3/262 11.0:1 386/851 2 S XXX XXX XXX
V6-280 SX 209/280 5800 V6 4.3/262 11.0:1 384/847 2 S XXX XXX XXX
V6-280 DPS 209/280 5800 V6 4.3/262 11.0:1 386/851 2 S XXX XXX XXX

Engines with catalytic converter
V6-200-C SX 149/200 5800 V6 4.3/262 11.0:1 386/851 2 3 5 6 7 S XXX XXX XXX
V6-200-C DPS 149/200 5800 V6 4.3/262 11.0:1 388/855 2 3 5 6 7 S XXX XXX XXX
V6-200-CE SX 149/200 5800 V6 4.3/262 11.0:1 388/856 2 3 5 6 7 S XXX XXX XXX
V6-200-CE DPS 149/200 5800 V6 4.3/262 11.0:1 390/860 2 3 5 6 7 S XXX XXX XXX
V6-240-C SX 179/240 5800 V6 4.3/262 11.0:1 386/851 2 3 5 6 7 S XXX XXX XXX
V6-240-C DPS 179/240 5800 V6 4.3/262 11.0:1 388/855 2 3 5 6 7 S XXX XXX XXX
V6-240-CE SX 179/240 5800 V6 4.3/262 11.0:1 388/856 2 3 5 6 7 S XXX XXX XXX
V6-240-CE DPS 179/240 5800 V6 4.3/262 11.0:1 390/860 2 3 5 6 7 S XXX XXX XXX
V6-280-C SX 209/280 5800 V6 4.3/262 11.0:1 386/851 2 3 5 7 S XXX XXX XXX
V6-280-C DPS 209/280 5800 V6 4.3/262 11.0:1 388/855 2 3 5 7 S XXX XXX XXX
V6-280-CE SX 209/280 5800 V6 4.3/262 11.0:1 388/856 2 3 5 7 S XXX XXX XXX
V6-280-CE DPS 209/280 5800 V6 4.3/262 11.0:1 390/860 2 3 5 7 S XXX XXX XXX
V8-300-C SX 224/300 5800 V8 5.3/323 11.0:1 430/948 2 3 5 7 S XXX XXX XXX
V8-300-C DPS 224/300 5800 V8 5.3/323 11.0:1 432/952 2 3 5 7 S XXX XXX XXX
V8-300-CE SX 224/300 5800 V8 5.3/323 11.0:1 432/953 2 3 5 7 S XXX XXX XXX
V8-300-CE DPS 224/300 5800 V8 5.3/323 11.0:1 434/957 2 3 5 7 S XXX XXX XXX
V8-350-C DPS 261/350 5800 V8 5.3/323 11.0:1 432/952 2 3 7 S XXX XXX XXX
V8-350-CE DPS 261/350 5800 V8 5.3/323 11.0:1 434/957 2 3 7 S XXX XXX XXX
V8-380-C DPS 283/380 6000 V8 6.2/376 11.5:1 439/967 2 3 7 S XXX XXX XXX
V8-380-CE DPS 283/380 6000 V8 6.2/376 11.5:1 441/972 2 3 7 S XXX XXX XXX
V8-430-CE DPS 321/430 6000 V8 6.2/376 11.5:1 441/972 2 3 7 S XXX XXX XXX

Volvo Penta Forward Drive
ENGINE DRIVE CRANKSHAFT 

KW/HP
MAX 
RPM

NO. OF  
CYL.

DISPLACEMENT  
LITERS/IN³

COMPRESSION  
RATIO

WEIGHT 5)  
KG/LBS

EMISSION  
CERTIFICATES

RETAIL PRICE  
INCL. VAT

RETAIL PRICE 
EXCL. VAT

RETAIL PRICE  
EURO INCL. VAT

V6-200-C/CE FWD 149/200 5800 V6 4.3/262 11.0:1 390/859 2 3 5 7 S XXX XXX XXX
V6-240-C/CE FWD 179/240 5800 V6 4.3/262 11.0:1 390/859 2 3 5 7 S XXX XXX XXX
V6-280-C/CE FWD 209/280 5800 V6 4.3/262 11.0:1 390/859 2 3 5 7 S XXX XXX XXX
V8-300-C/CE FWD 224/300 5800 V8 5.3/323 11.0:1 434/956 2 3 5 7 S XXX XXX XXX
V8-350-C/CE FWD 261/350 5800 V8 5.3/323 11.0:1 434/956 2 3 7 S XXX XXX XXX
V8-380-C/CE FWD 283/380 6000 V8 6.2/376 11.5:1 440/971 2 3 7 S XXX XXX XXX
V8-430-C/CE FWD 321/430 6000 V8 6.2/376 11.5:1 440/971 2 3 7 S XXX XXX XXX

ENGINE TRANSMISSION  
TYPE

PROP.SHAFT 
KW/HP

CRANKSHAFT  
KW/HP

RATED 
RPM

NO. OF  
CYL.

DISPLACEMENT  
LITERS/IN³

WEIGHT 5) 

KG/LBS
EMISSION 
CERTIFICATES

RETAIL PRICE 
INCL. VAT

RETAIL PRICE 
EXCL. VAT

RETAIL PRICE 
EURO INCL. VAT

D1-13 MS15L/A 8.6/11.8 9.0/12.2 3200 2 0.5/31.1 111/245 1 3 5 6 8 XXX XXX XXX
D1-13 130S 8.6/11.8 9.0/12.2 3200 2 0.5/31.1 126/278 1 3 5 6 8 XXX XXX XXX
D1-20 MS15L/A 13/18 14/19 3200 3 0.8/46.5 132/291 1 3 5 6 8 XXX XXX XXX
D1-20 130S 13/18 14/19 3200 3 0.8/46.5 158/348 1 3 5 6 8 XXX XXX XXX
D1-30 MS15L/A 19/26 20/27 3200 3 1.1/68.9 140/309 1 3 5 6 8 XXX XXX XXX
D1-30 130S 19/26 20/27 3200 3 1.1/68.9 158/348 1 3 5 6 8 XXX XXX XXX
D2-50 MS25L/A 36/49 37.5/51 3000 4 2.2/134.2 243/536 1 3 5 6 XXX XXX XXX
D2-50 HS25A 36/49 37.5/51 3000 4 2.2/134.2 249/549 1 3 5 6 XXX XXX XXX
D2-50 130S 36/49 37.5/51 3000 4 2.2/134.2 253/558 1 3 5 6 XXX XXX XXX
D2-60 MS25L/A 42/58 44/60 3000 4 2.2/134.2 258/569 1 3 5 6 XXX XXX XXX
D2-60 HS25A 42/58 44/60 3000 4 2.2/134.2 264/582 1 3 5 6 XXX XXX XXX
D2-60 150S 42/58 44/60 3000 4 2.2/134.2 264/582 1 3 5 6 XXX XXX XXX
D2-75 MS25L/A 53/72 55/75 3000 4 2.2/134.2 258/569 1 3 5 6 XXX XXX XXX
D2-75 HS25A 53/72 55/75 3000 4 2.2/134.2 264/582 1 3 5 6 XXX XXX XXX
D2-75 150S 53/72 55/75 3000 4 2.2/134.2 264/582 1 3 5 6 XXX XXX XXX
D3-110 HS25AE 78/107 81/110 3000 5 2.4/146 297/655 1 3 4 5 6 XXX XXX XXX
D3-110 HS45AE 78/107 81/110 3000 5 2.4/146 301/664 1 3 4 5 6 XXX XXX XXX
D3-110 HS63IVE 78/107 81/110 3000 5 2.4/146 335/739 1 3 4 5 6 XXX XXX XXX
D3-150 HS45AE 106/144 110/150 3000 5 2.4/146 301/664 1 3 4 5 6 XXX XXX XXX
D3-150 HS63IVE 106/144 110/150 3000 5 2.4/146 335/739 1 3 4 5 6 XXX XXX XXX
D3-170 HS45AE 121/165 125/170 4000 5 2.4/146 301/664 1 3 4 5 6 XXX XXX XXX
D3-170 HS63IVE 121/165 125/170 4000 5 2.4/146 335/739 1 3 4 5 6 XXX XXX XXX
D3-200 HS45AE 143/194 147/200 4000 5 2.4/146 301/664 1 3 4 5 6 XXX XXX XXX
D3-200 HS63IVE 143/194 147/200 4000 5 2.4/146 335/739 1 3 4 5 6 XXX XXX XXX
D3-220 HS45AE 157/213 162/220 4000 5 2.4/146 301/664 1 3 4 5 6 XXX XXX XXX
D3-220 HS63IVE 157/213 162/220 4000 5 2.4/146 335/739 1 3 4 5 6 XXX XXX XXX
D4-175 HS45A 124/168 129/175 2800 4 3.67/223.7 560/1235 1 3 4 5 6 XXX XXX XXX
D4-175 HS68A 124/168 129/175 2800 4 3.67/223.7 565/1246 1 3 4 5 6 XXX XXX XXX
D4-175 HS68IV 124/168 129/175 2800 4 3.67/223.7 595/1312 1 3 4 5 6 XXX XXX XXX
D4-175 HS85A 124/168 129/175 2800 4 3.67/223.7 590/1301 1 3 4 5 6 XXX XXX XXX
D4-230 HS68A 162/221 169/230 3400 4 3.67/223.7 565/1246 1 3 4 5 6 XXX XXX XXX
D4-230 HS68IV 162/221 169/230 3400 4 3.67/223.7 595/1312 1 3 4 5 6 XXX XXX XXX
D4-230 HS85A 162/221 169/230 3400 4 3.67/223.7 590/1301 1 3 4 5 6 XXX XXX XXX
D4-270 HS68A 191/260 199/270 3500 4 3.67/223.7 580/1279 1 3 4 5 6 XXX XXX XXX
D4-270 HS68IV 191/260 199/270 3500 4 3.67/223.7 610/1345 1 3 4 5 6 XXX XXX XXX
D4-270 HS85A 191/260 199/270 3500 4 3.67/223.7 605/1334 1 3 4 5 6 XXX XXX XXX
D4-300 HS68A 212/289 221/300 3500 4 3.67/223.7 580/1279 1 3 4 5 6 XXX XXX XXX
D4-300 HS68IV 212/289 221/300 3500 4 3.67/223.7 610/1345 1 3 4 5 6 XXX XXX XXX
D4-300 HS85A 212/289 221/300 3500 4 3.67/223.7 605/1334 1 3 4 5 6 XXX XXX XXX
D4-320 HS68A 226/307 235/320 3600 4 3.67/223.7 580/1279 1 3 4 5 XXX XXX XXX
D4-320 HS68IV 226/307 235/320 3600 4 3.67/223.7 610/1345 1 3 4 5 XXX XXX XXX
D4-320 HS85A 226/307 235/320 3600 4 3.67/223.7 605/1334 1 3 4 5 XXX XXX XXX
D6-300 HS68A 212/289 221/300 3300 6 5.50/335.6 665/1466 1 3 4 5 XXX XXX XXX
D6-300 HS85A 212/289 221/300 3300 6 5.50/335.6 690/1521 1 3 4 5 XXX XXX XXX
D6-300 HS85IV 212/289 221/300 3300 6 5.50/335.6 720/1587 1 3 4 5 XXX XXX XXX
D6-340 HS85A 241/327 250/340 3400 6 5.50/335.6 690/1521 1 3 4 5 XXX XXX XXX
D6-340 HS85IV 241/327 250/340 3400 6 5.50/335.6 720/1587 1 3 4 5 XXX XXX XXX
D6-380 HS85A 269/366 280/380 3500 6 5.50/335.6 690/1521 1 3 4 5 XXX XXX XXX
D6-380 HS85IV 269/366 280/380 3500 6 5.50/335.6 720/1587 1 3 4 5 XXX XXX XXX
D6-440 HS85A 311/423 324/440 3700 6 5.50/335.6 725/1598 1 3 4 5 XXX XXX XXX
D6-440 HS85IV 311/423 324/440 3700 6 5.50/335.6 755/1664 1 3 4 5 XXX XXX XXX
D6-480 HS85A 339/461 353/480 3700 6 5.50/335.6 725/1598 1 3 4 5 XXX XXX XXX
D6-480 HS85IV 339/461 353/480 3700 6 5.50/335.6 755/1664 1 3 4 5 XXX XXX XXX
D6-440WJ 324/440 3700 6 5.50/335.6 N/A 1 3 4 5 XXX XXX XXX
D6-480WJ 353/480 3700 6 5.50/335.6 N/A 1 3 4 5 XXX XXX XXX
D8-550 – 392/534 405/550 2900 6 7.7/470 840/1852 1 3 4 XXX XXX XXX
D8-600 – 428/582 441/600 3000 6 7.7/470 840/1852 1 3 4 XXX XXX XXX
D11-625 – 446/607 460/625 2400 6 10.8/661 1145/2524 1 3 4 XXX XXX XXX
D11-670 – 478/650 493/670 2450 6 10.8/661 1145/2524 1 3 4 XXX XXX XXX
D11-725 – 517/703 533/725 2500 6 10.8/661 1145/2524 1 3 4 XXX XXX XXX
D13-800 – 562/765 588/800 2300 6 12.8/780 1450/3197 1 3 4 XXX XXX XXX
D13-900 – 636/864 662/900 2300 6 12.8/780 1560/3439 1 3 4 XXX XXX XXX
D13-1000 – 706/960 735/1000 2400 6 12.8/780 1635/3604 1 3 4 XXX XXX XXX

Joystick Docking l l 2) 8) –       l 2) 7) 8)

Joystick Driving l l 6) 8) –       l 2) 7) 8)

Dynamic Positioning System l l 2) 5) – –

Volvo Penta Easy Connect l l l l
Battery Management System l l l l
Sportfish Mode l – – –

Autopilot l l 8)  –       l 2) 7) 8)

Volvo Penta Interceptor system l l 6) 8) –        l 2) 7) 8)

Powertrim Assistant – l l –

Water Sport Control – l 4)   l 4) –

Tow Mode – l 1) l –

Glass Cockpit System l l l   l 7)

Trip computer l l l   l 7)

Cruise control l l l   l 7)

Single-lever Mode l l 2) –   l 7)

Low-speed Mode l l 5) –   l 3)

Power according to ISO 8665. Merchant fuel may influence engine power output and fuel consumption. Not all models, standard equipment and accessories are available in all markets. Every effort has 
been made to ensure that facts and figures are correct at the time of publication. Volvo Penta reserves the right to make changes without prior notice. Products shown may differ from production models.


